MSD Template Rev. 1

SECTION 23 34 13
TUBEAXIAL PROPELLER FANS
(Typically only needed with generator vault – include only if necessary)
PART 1
GENERAL
LISTNUM 1 \l 2
RELATED DOCUMENTS

LISTNUM 1 \l 3
Drawings and general provisions of the contract, including General Conditions, Special Provisions, and Division 1 Detailed Provisions Sections, apply to this Section.

LISTNUM 1 \l 2
SECTION INCLUDES

LISTNUM 1 \l 3 \s 1
This section includes tubeaxial propeller exhaust fans for corrosive air service.
PART LISTNUM 1 \l 1
PRODUCTS
LISTNUM 1 \l 2 \s 1
MANUFACTURERS
LISTNUM 1 \l 3 \s 1
Greenheck Model SQ or BSG
B.      Loren Cook model SQI

C.      ACME fan model DM or DMS

D
Or as approved

LISTNUM 1 \l 2
OPERATING CONDITIONS
LISTNUM 1 \l 3 \s 1
Flow: 7300 acfm mimimum at ¼” w.g. minimum
LISTNUM 1 \l 2
CONSTRUCTION
LISTNUM 1 \l 3 \s 1
Housing Material: Steel with acrylic epoxy finish
LISTNUM 1 \l 3
Motor: Class I, Division 1, Group D, Explosion Proof; 1.5 hp, 1725 rpm, 460 volt, 3 phase, 60 Hz.
LISTNUM 1 \l 3
Drive: Direct drive
LISTNUM 1 \l 3
Propeller: 6 blades, Spark Resistant Aluminum
LISTNUM 1 \l 3
Suitable for airstream temperatures up to 200°F 

LISTNUM 1 \l 2
FINISHES

PART LISTNUM 1 \l 1
EXECUTION
LISTNUM 1 \l 2 \s 1
INSTALLATION

LISTNUM 1 \l 3 \s 1
Comply with manufacturer’s instructions.
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