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SECTION 26 27 00

EQUIPMENT WIRING SYSTEMS

PART LISTNUM 1 \l 1
GENERAL

1.01
RELATED DOCUMENTS

LISTNUM 1 \l 3
Drawings and general provisions of the Contract, including General Conditions, Special Provisions, and Division 1 Detailed Provisions Sections, apply to this Section.

1.02
SECTION INCLUDES

LISTNUM 1 \l 3 \s 1
Electrical connections to equipment specified under other sections.

LISTNUM 1 \l 3
Provide power and control wiring including conduit, wire, relays, switches and other devices necessary to properly operate equipment as specified, as shown on the Drawings and as required by the CITY.

LISTNUM 1 \l 3
Work includes connection and interwiring of equipment and devices, unless connection and interwiring is specified as included under another section.  

LISTNUM 1 \l 3
Refer to electrical and mechanical drawings for quantities and locations of the respective equipment, including field mounted devices to be hooked up to the respective equipment.

1.03
COORDINATION

LISTNUM 1 \l 3 \s 1
Obtain and review shop drawings, product data, and manufacturer's instructions for equipment furnished under other sections.

LISTNUM 1 \l 3
Determine connection locations and requirements.

LISTNUM 1 \l 3
Rough‑in of electrical connections shall be coordinated with installation schedule for equipment.

LISTNUM 1 \l 3
Electrical connections shall be coordinated with start‑up schedule.
PART LISTNUM 1 \l 1
PRODUCTS

2.01
GENERAL

LISTNUM 1 \l 3 \s 1
Comply with equipment and device manufacturer's recommendations and instructions for connections and interwiring as well as size, type, and quantity of conductors.

LISTNUM 1 \l 3
Verify that manufacturers requirements meet regulatory requirements and requirements for proper installation and operation of equipment.

PART LISTNUM 1 \l 1
EXECUTION

3.01
EXAMINATION

LISTNUM 1 \l 3 \s 1
Verify that equipment is ready for electrical connection, wiring, and energization.

3.02
ELECTRICAL CONNECTIONS

LISTNUM 1 \l 3 \s 1
Make electrical connections in accordance with equipment manufacturer's instructions.

LISTNUM 1 \l 3
Make conduit connections to equipment using flexible conduit.  Use liquid-tight flexible conduit with watertight connectors in damp or wet locations.

LISTNUM 1 \l 3
Make wiring connections using wire and cable with insulation suitable for temperatures encountered in heat producing equipment.

LISTNUM 1 \l 3
Provide suitable strain‑relief clamps and fittings for cord connections at outlet boxes and equipment connection boxes.

LISTNUM 1 \l 3
Install disconnect switches, controllers, control stations, and control devices as indicated.

LISTNUM 1 \l 3
Modify equipment control wiring with terminal block jumpers as indicated.

LISTNUM 1 \l 3
Provide interconnecting conduit and wiring between devices and equipment where indicated.

LISTNUM 1 \l 3
Make sure connections are proper, secure and tight.

LISTNUM 1 \l 3
Secure and properly support wire bundles.
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