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SECTION 26 27 13

UTILITY SERVICE ENTRANCE

PART LISTNUM 1 \l 1
GENERAL

1.01
RELATED DOCUMENTS

LISTNUM 1 \l 3
Drawings and general provisions of the Contract, including General Conditions, Special Provisions, and Division 1 Detailed Provisions Sections, apply to this Section.

1.02
SECTION INCLUDES

LISTNUM 1 \l 3 \s 1
Meter bases.

LISTNUM 1 \l 3
Poles.

1.03
SYSTEM DESCRIPTION

LISTNUM 1 \l 3 \s 1
System Characteristics:  

1.
100A Service

2.
240 volts.

3.
Three phase.

4.
3-wire.

5.
60 Hertz.

1.04
QUALITY ASSURANCE

LISTNUM 1 \l 3 \s 1
Utility Company:  Duke Energy.

LISTNUM 1 \l 4
Address:  5445 Audro Drive, Cincinnati, Ohio 45247.

LISTNUM 1 \l 4
Phone Number:  513-287-1438.

LISTNUM 1 \l 4
Contact Name:  Ms. Pat Steinmetz.
LISTNUM 1 \l 3
Perform Work in accordance with Utility Company written requirements.

LISTNUM 1 \l 3
Maintain one copy of each document on site.

1.05
PRE‑INSTALLATION MEETING

LISTNUM 1 \l 3 \s 1
Convene pre-installation meeting one week prior to commencing work of this section.  Review service entrance requirements and details with Utility Company representative.

1.06
FIELD MEASUREMENTS

LISTNUM 1 \l 3 \s 1
Verify that field measurements are as indicated on Utility Company drawings.

PART LISTNUM 1 \l 1
PRODUCTS

2.01
METER BASES


LISTNUM 1 \l 3 \s 1
Meter base will be furnished by CONTRACTOR.
2.02
POLES
A.
Wood Poles:  ANSI 05.1; treated Western Cedar, Douglas fir, or Southern pine poles of minimum length and class as shown on the drawings.

B.
Select poles for straightness and minimum sweeps and short crooks.

C.
Preservative:  Preservatives shall conform to AWPA P5.  Apply preservative according to AWPA C4.

     2.03
   GROUND DETECTION

A.
If service is a 3-wire 3-phase ungrounded delta type, then a ground detector meeting minimum code and power company requirements shall be installed.

PART LISTNUM 1 \l 1
EXECUTION

3.01
PREPARATION

LISTNUM 2 \l 3 \s 1
Arrange with Utility Company to obtain permanent electric service to the Project.

LISTNUM 2 \l 3
Arrange with Utility Company to obtain temporary electric service to keep existing pump station in operation, as necessary, and to supply power for construction.

LISTNUM 2 \l 3
Coordinate service installation work with the CITY to minimize downtime of existing facilities.

3.02
INSTALLATION

LISTNUM 2 \l 3 \s 1
Install weatherhead and meter base as required by Utility Company.

LISTNUM 2 \l 3
Remove existing electrical service entrance at the existing power metering pole, as noted on the drawing.
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