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SECTION 23 34 16
IN-LINE CENTRIFUGAL FANS
(Typically only used in generator vault – include only as necessary)
PART 1
GENERAL

LISTNUM 1 \l 2
RELATED DOCUMENTS

LISTNUM 1 \l 3
Drawings and general provisions of the contract, including General Conditions, Special Provisions, and Division 1 Detailed Provisions Sections, apply to this Section.

LISTNUM 1 \l 2
SECTION INCLUDES

LISTNUM 1 \l 3 \s 1
This section includes in-line centrifugal exhaust fans for corrosive air service.
PART LISTNUM 1 \l 1
PRODUCTS

LISTNUM 1 \l 2 \s 1
MANUFACTURERS
LISTNUM 1 \l 3 \s 1
S&P Model PV
LISTNUM 1 \l 3
Or as approved.
LISTNUM 1 \l 2
OPERATING CONDITIONS
LISTNUM 1 \l 3 \s 1
Flow: 230 acfm minimum, at 0.37” w.g.minimum
LISTNUM 1 \l 2
CONSTRUCTION
LISTNUM 1 \l 3 \s 1
Housing Material: UV protected thermoplastic resin
LISTNUM 1 \l 3
Motor: Direct drive, 2750 rpm, 115 volt, 60 Hz.
LISTNUM 1 \l 3
Impeller: Backward curved centrifugal
LISTNUM 1 \l 3
Suitable for airstream temperatures up to 140°F 

E.
Backdraft Damper: Fantech Model #RSK6 (Grainger Model 5C524)

PART LISTNUM 1 \l 1
EXECUTION

LISTNUM 1 \l 2 \s 1
INSTALLATION

LISTNUM 1 \l 3 \s 1
Comply with manufacturer’s instructions.
END OF SECTION

IN-LINE CENTRIFUGAL FANS
                       23 34 16-1                                         December 6, 2021

