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SECTION 26 05 33
BOXES

PART LISTNUM 1 \l 1
GENERAL

1.01
RELATED DOCUMENTS

LISTNUM 1 \l 3
Drawings and general provisions of the Contract, including General Conditions, Special Provisions, and Division 1 Detailed Provisions Sections, apply to this Section.
1.02
SECTION INCLUDES

LISTNUM 1 \l 3 \s 1
Pull and junction boxes.
PART LISTNUM 1 \l 1
PRODUCTS

2.01
PULL AND JUNCTION BOXES

LISTNUM 1 \l 3 \s 1
Pull and Junction Boxes:  4 inches square and 1-1/2 inches deep, minimum.

LISTNUM 1 \l 3
Sheet Metal Boxes:  NEMA OS 1.  NEMA 4X rating minimum.

LISTNUM 1 \l 4
Material:  Stainless steel, 14 gauge minimum.

LISTNUM 1 \l 4
Cover:  Attached by continuous hinge along one side.  Clamped shut by Type 304 or better stainless steel clamps and screws.  Covers shall include lock hasp and be lockable.
LISTNUM 1 \l 4
Factory Finish:  Unpainted smooth brushed finish.

LISTNUM 1 \l 3
Disconnect Box:  Wet Well Pump/Float disconnect box shall be NEMA 4X stainless steel.  Box shall mounted on two vented 304 stainless steel stands.  Pump cables and float cables shall be installed in separate pedestals. 
PART LISTNUM 1 \l 1
EXECUTION

3.01
EXAMINATION

LISTNUM 1 \l 3 \s 1
Cooperate with other trades to avoid conflict between the locations of conduit, outlets, equipment, ducts, plumbing and other building components.

3.02
INSTALLATION

LISTNUM 1 \l 3 \s 1
Install boxes in accordance with NECA  National Electrical Installation Standards.
LISTNUM 1 \l 3
Install in locations as shown on Drawings, and as required for wire pulling, equipment connections and compliance with regulatory requirements.

LISTNUM 1 \l 3
Install boxes so that box covers are accessible at all times.

LISTNUM 1 \l 3
Electrical boxes are shown on Drawings in approximate locations unless dimensioned.  Adjust box location up to 10 feet if required to accommodate intended purpose.

LISTNUM 1 \l 4 \s 1
Verify locations with CITY prior to installation, if adjustment exceeds maximum specified above.

LISTNUM 1 \l 3
Orient boxes to accommodate wiring devices.

LISTNUM 1 \l 3
Maintain headroom and present neat mechanical appearance.

LISTNUM 1 \l 3
Support boxes independently of conduit.

LISTNUM 1 \l 3
Use cast outlet box in exterior locations and wet locations.

3.03
INTERFACE WITH OTHER PRODUCTS

LISTNUM 1 \l 3 \s 1
Maintain isolation of separate conduits by installing separate pull boxes or sectionalized pull boxes for each conduit.

LISTNUM 1 \l 3
Support boxes mounted on walls that are likely to condensate away from the wall using unistrut.

LISTNUM 1 \l 3
Coordinate installation of outlet boxes for equipment connections.

D.
Locations of outlet plug and switch boxes shall be approved by CITY. 

3.04
ADJUSTING

LISTNUM 1 \l 3 \s 1
Install knockout closures in unused box openings.

3.05
CLEANING

LISTNUM 1 \l 3 \s 1
Clean interior of boxes to remove dust, debris, and other material before final inspection.

LISTNUM 1 \l 3
Clean exposed surfaces and restore finish before final inspection.
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