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SECTION 26 05 53
ELECTRICAL IDENTIFICATION

PART LISTNUM 1 \l 1
GENERAL

1.01
RELATED DOCUMENTS

LISTNUM 1 \l 3
Drawings and general provisions of the Contract, including General Conditions, Special Provisions, and Division 1 Detailed Provisions Sections apply to this Section.

1.02
SECTION INCLUDES

LISTNUM 1 \l 3 \s 1
Nameplates and labels.

LISTNUM 1 \l 3
Wire and cable markers.

LISTNUM 1 \l 3
Component markers.

LISTNUM 1 \l 3
Conduit markers and tags.

LISTNUM 1 \l 3
Underground warning tape.

PART LISTNUM 1 \l 1
PRODUCTS

2.01
NAMEPLATES AND LABELS

LISTNUM 1 \l 3 \s 1
Nameplates:  

LISTNUM 1 \l 4
Description:  Engraved three‑layer laminated plastic, black letters on white background unless otherwise indicated.

LISTNUM 1 \l 4
Locations:  Each electrical distribution and control equipment enclosure.  Each communication cabinet.  

LISTNUM 1 \l 4
Letter Size:  

LISTNUM 1 \l 5
Use 1/8 inch letters for identifying individual equipment and loads unless otherwise indicated.

LISTNUM 1 \l 5
Use 1/4 inch letters for identifying grouped equipment and loads unless otherwise indicated.

LISTNUM 1 \l 3
Safety Signs:  Self-sticking marking labels shall be furnished on each piece of electrical equipment stating the maximum voltage level involved with that piece of equipment.  The labels shall be at least 2" high and shall include the following:  120 VOLTS, 240 VOLTS.

2.02
WIRE MARKERS

LISTNUM 1 \l 3 \s 1
Description:  Permanent, machine-printed labels.
LISTNUM 1 \l 3
Locations:  Every splice, terminal and connection.

LISTNUM 1 \l 3
Connection Legends:  Provide typed connection legend as part of the record drawings to relate the code identification of each wire, junction, and termination with respect to corresponding devices, panels, terminals, and connections installed under this Project shall be furnished.  Include connection legends for all terminal post junction boxes.  

2.03
COMPONENT MARKERS

LISTNUM 1 \l 3 \s 1
Description:  Permanent, machine-printed labels uniquely identifying each control device within an enclosure with a number or code corresponding to the circuit diagram.

LISTNUM 1 \l 3
Locate:  On or adjacent to each control device and visible from panel front.

2.04
CONDUIT MARKERS AND TAGS

LISTNUM 1 \l 3 \s 1
Manufacturers:

LISTNUM 1 \l 4 \s 1
W.H. Brady Company.

LISTNUM 1 \l 4
Seton.

LISTNUM 1 \l 4
Or equivalent as approved by the CITY.
LISTNUM 1 \l 3
Description:  Permanent, machine-printed labels not less than 2-1/4 inches wide and 9 inches long with lettering not less than 1 inch high.

LISTNUM 1 \l 3
Location:  Furnish markers for each exposed conduit longer than 6 feet.

LISTNUM 1 \l 3
Spacing:  20 feet on center.

LISTNUM 1 \l 3
Color:  Orange with black lettering.

LISTNUM 1 \l 3
Legend:

LISTNUM 1 \l 4 \s 1
240 Volt System:  240 VOLTS.

LISTNUM 1 \l 4
Instrumentation System:  INSTRUMENTATION.

LISTNUM 1 \l 3
Conduit Tag:  White on orange plastic tag, rectangular, 2-1/2 inches by 3-1/2 inches minimum.

2.05
UNDERGROUND WARNING TAPE

LISTNUM 1 \l 3 \s 1
Manufacturers:

LISTNUM 1 \l 4 \s 1
W.H. Brady Company.

LISTNUM 1 \l 4
Seton.

LISTNUM 1 \l 4
Or equivalent as approved by the CITY.
LISTNUM 1 \l 3
Description:  2 inch wide plastic tape, detectable type, colored red with suitable warning legend describing buried electrical lines.

2.06
ELECTRICAL APPURTENANCES

LISTNUM 1 \l 3 \s 1
All other electrical appurtenances, switches, outlets, lighting fixtures, pullboxes, etc., except conduit shall be labeled with the appropriate circuit numbers as L-4 or P-5.  These labels shall be permanently attached machine-printed labels.

PART LISTNUM 1 \l 1
EXECUTION

3.01
GENERAL

LISTNUM 1 \l 3 \s 1
All nameplates, circuit labels, and wording on them shall be approved by the CITY.
3.02
PREPARATION

LISTNUM 1 \l 3 \s 1
Degrease and clean surfaces to receive nameplates and labels.

3.03
APPLICATION

LISTNUM 1 \l 3 \s 1
Install nameplates and labels parallel to equipment lines.

LISTNUM 1 \l 3
Secure nameplate to equipment front using stainless steel machine screws into drilled and tapped holes to meet NEMA 4 standards.

LISTNUM 1 \l 3
Identify each exposed conduit longer than 6 feet with conduit marker.  Space markers 20 feet on center.

LISTNUM 1 \l 3
Identify feeders, branch circuits, and service entrance conductors by phase and system voltage using colored electrical tape.

LISTNUM 1 \l 4 \s 1
Phase A, 240 Volt System:  Brown.

LISTNUM 1 \l 4
Phase B, 240 Volt System:  Orange.

LISTNUM 1 \l 4
Phase C, 240 Volt System:  Yellow.

LISTNUM 1 \l 3
Identify underground conduits using underground warning tape.  Install one tape per trench at 6 inches below finished grade.

LISTNUM 1 \l 3
Tag concealed conduits.  Indicate source and destination of conduit.

LISTNUM 1 \l 3
Attach tags to each conduit stub using laminated wire or self-locking nylon tie that will not deteriorate.

3.04
FIELD QUALITY CONTROL

LISTNUM 1 \l 3 \s 1
CITY shall verify that every identification marker corresponds with the respective terminal or connection code identification.

LISTNUM 1 \l 3
Except for common connections, do not duplicate numbers, symbols, colors, prints in the building.
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