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SECTION 26 19 00

SUPPORTING DEVICES

PART LISTNUM 1 \l 1
GENERAL

1.01
RELATED DOCUMENTS

LISTNUM 1 \l 3
Drawings and general provisions of the Contract, including General Conditions, Special Provisions, and Division 1 Detailed Provisions Sections, apply to this Section.

B.
NECA, National Electrical Installation Standards

1.02
SECTION INCLUDES

LISTNUM 1 \l 3 \s 1
Miscellaneous supports for conduit and equipment.

LISTNUM 1 \l 3
Anchors and fasteners.

PART LISTNUM 1 \l 1
PRODUCTS

2.01
PRODUCT REQUIREMENTS

LISTNUM 1 \l 3 \s 1
Materials and Finishes:  Provide adequate corrosion resistance.

LISTNUM 1 \l 3
Provide materials, sizes, and types of anchors, fasteners and supports to carry the loads of equipment and conduit.  Consider weight of wire in conduit when selecting products.

LISTNUM 1 \l 3
Anchors and Fasteners:  Use methods most appropriate for and compatible with substrate.  Do not use methods which will cause structural damage.

LISTNUM 1 \l 4
Concrete Structural Elements

LISTNUM 1 \l 5
Precast insert system

LISTNUM 1 \l 5
Expansion anchors

LISTNUM 1 \l 5
Self-drilling anchors

LISTNUM 1 \l 5
Epoxied anchors

LISTNUM 1 \l 4
Steel Structural Elements

LISTNUM 1 \l 5 \s 1
Beam clamps

LISTNUM 1 \l 5
Welded fasteners

LISTNUM 1 \l 4
Sheet Metal:  Sheet metal screws, stainless steel.

LISTNUM 1 \l 4
Wood Elements:  Wood screws or lag bolts, hot-dip galvanized.

LISTNUM 1 \l 4
Fiberglass Elements:  Stainless steel bolts.

LISTNUM 1 \l 3
Channel Framing Supports:  Use channel framing for equipment support.

LISTNUM 1 \l 4 \s 1
Minimum Size:  1 5/8 inch channel.

LISTNUM 1 \l 4
Hardware:  Stainless steel.

LISTNUM 1 \l 4
Outdoor Locations:  Use aluminum channel framing where suitable for weight of supported equipment.  Otherwise, use stainless steel channel framing.

LISTNUM 1 \l 3
Bolts, brackets and other miscellaneous hardware shall be fabricated using 316 stainless steel.
PART LISTNUM 1 \l 1
EXECUTION

3.01
INSTALLATION

LISTNUM 1 \l 3 \s 1
Install products in accordance with manufacturer's instructions.

LISTNUM 1 \l 3
Provide anchors, fasteners, and supports in accordance with NECA National Electrical Installation Standards.
LISTNUM 1 \l 3
Do not fasten supports to pipes, ducts, mechanical equipment, and conduit.

LISTNUM 1 \l 3
Do not use spring steel clips and clamps.

LISTNUM 1 \l 3
Do not use powder‑actuated anchors.

LISTNUM 1 \l 3
Fabricate supports from channel framing.  Use hexagon head bolts to present neat appearance with adequate strength and rigidity.  Use spring lock washers under all nuts.

LISTNUM 1 \l 3
Touch-up field cut ends of galvanized steel supports with galvanizing repair paint.
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